电气特性

	数据通道数
	8

	分辨率（Force/Measure）
	18bit

	电压档位
	±2V; ±4V; ±8V; ±16V; ±30V

	电流档位 


	±1μA; ±10μA; ±100μA;

±1mA; ±10mA; ±100mA; ±1A ; ±2A

	电压输出建立时间范围
	0.3 V/μs ~ 1 V/μs


	Force

	Range
	Accuracy
	
	

	±2V
	±0.05% of  range
	0.05%
	1mV

	±4V
	±0.05% of  range
	0.05%
	2mV

	±8V
	±0.05% of  range
	0.05%
	4mV

	±16V
	±0.05% of  range
	0.05%
	8mV

	±30V
	±0.05% of  range
	0.05%
	15mV


	Force

	Range
	Accuracy
	
	

	±1uA
	±0.1% of  range
	0.1%
	1nA

	±10uA
	±0.1% of  range
	0.1%
	10nA

	±100uA
	±0.1% of  range
	0.1%
	100nA

	±1mA
	±0.1% of  range
	0.1%
	1uA

	±10mA
	±0.1% of  range
	0.1%
	10uA

	±100mA
	±0.1% of  range
	0.1%
	100uA

	±1A
	±0.1% of  range
	0.1%
	1mA

	±2A
	±0.1% of  range
	0.1%
	2mA


	Measure

	Range
	Accuracy
	
	

	±2V
	±0.05% of  range
	0.05%
	1mV

	±4V
	±0.05% of  range
	0.05%
	2mV

	±8V
	±0.05% of  range
	0.05%
	4mV

	±16V
	±0.05% of  range
	0.05%
	8mV

	±30V
	±0.05% of  range
	0.05%
	15mV


	Measure

	Range
	Accuracy
	
	

	±1uA
	±0.1% of  range
	0.1%
	1nA

	±10uA
	±0.1% of  range
	0.1%
	10nA

	±100uA
	±0.1% of  range
	0.1%
	100nA

	±1mA
	±0.1% of  range
	0.1%
	1uA

	±10mA
	±0.1% of  range
	0.1%
	10uA

	±100mA
	±0.1% of  range
	0.1%
	100uA

	±1A
	±0.1% of  range
	0.1%
	1mA

	±2A
	±0.1% of  range
	0.1%
	2mA


